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travel, and operate, and the parameters
and limitations of such movements and
operation.

(iv) The deck is marked to identify
the permitted areas for positioning,
travel, and operation.

(v) The plan specifies the dynamic
and environmental conditions that
must be present for use of the plan.

(vi) If the dynamic and environ-
mental conditions in paragraph
(n)(6)(v) of this section are exceeded,
the mobile auxiliary crane is attached
physically or corralled in accordance
with Option (1), Option (2) or Option (4)
of paragraph (n)(5) of this section.

(7) The barge, pontoons, vessel or
other means of flotation used:

(i) Are structurally sufficient to
withstand the static and dynamic loads
of the crane/derrick when operating at
the crane/derrick’s maximum rated ca-
pacity with all anticipated deck loads
and ballasted compartments.

(ii) Have a subdivided hull with one
or more longitudinal watertight bulk-
heads for reducing the free surface ef-
fect.

(iii) Have access to void compart-
ments to allow for inspection and
pumping.

§1926.1438 Overhead & gantry cranes.

(a) Permanently installed overhead and
gantry cranes. The requirements of
§1910.179, except for §1910.179(b)(1), and
not the requirements of this subpart
CC, apply to the following equipment
when used in construction and perma-
nently installed in a facility: overhead
and gantry cranes, including
semigantry, cantilever gantry, wall
cranes, storage bridge cranes, and oth-
ers having the same fundamental char-
acteristics.

(b) Overhead and gantry cranes that
are not permanently installed in a facil-
ity. (1) This paragraph applies to the
following equipment when used in con-
struction and not permanently in-
stalled in a facility: Overhead and gan-
try cranes, overhead/bridge cranes,
semigantry, cantilever gantry, wall
cranes, storage bridge cranes, launch-
ing gantry cranes, and similar equip-
ment having the same fundamental
characteristics, irrespective of whether
it travels on tracks, wheels, or other
means.
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(2) The following requirements apply
to equipment identified in paragraph
(b)(1) of this section:

1) Sections 1926.1400 through
1926.1414; §§1926.1417 through 1926.1425;
§1926.1426(d), §§1926.1427 through
1926.1434; §1926.1437, §1926.1439, and

§1926.1441.
(ii) The following ©portions of
§1910.179:
(A) Paragraphs (1)(5),(6),(7);

(€)(1),(3),(5),(6); (H(D),(4); (g); (M)(D),(3);
(k); and (n) of §1910.179.

(B) The definitions in §1910.179(a) ex-
cept for ‘‘hoist” and ‘“‘load.’” For those
words, the definitions in §1926.1401
apply.

(C) Section 1910.179(b)(2), but only
where the equipment identified in
paragraph (b)(1) of this section
(§1926.1438) was manufactured before
September 19, 2001.

(iii) For equipment manufactured on
or after September 19, 2001, the fol-
lowing sections of ASME B30.2-2005 (in-
corporated by reference, see §1926.6)
apply: 2-1.3.1; 2-1.3.2; 2-1.4.1; 2-1.6; 2—
1.7.2; 2-1.8.2; 2-1.9.1; 2-1.9.2; 2-1.11; 2-
1.12.2; 2-1.13.7; 2-1.14.2; 2-1.14.3; 2-1.14.5;
2-1.15.; 2-2.2.2; 2-3.2.1.1. In addition, 2-
3.5 applies, except in 2-3.5.1(b), ‘29 CFR
1910.147 is substituted for ‘‘ANSI
7244.1.”

§1926.1439 Dedicated pile drivers.

(a) The provisions of subpart CC
apply to dedicated pile drivers, except
as specified in this section.

(b) Section 1926.1416(d)(3) (Anti two-
blocking device) does not apply.

(c) Section 1926.1416(e)(4) (Load
weighing and similar devices) applies
only to dedicated pile drivers manufac-
tured after November 8, 2011.

(d) In §1926.1433, only §§1926.1433(d)
and (e) apply to dedicated pile drivers.

§1926.1440 Sideboom cranes.

(a) The provisions of this standard
apply, except §1926.1402 (Ground condi-
tions), §1926.1415 (Safety devices),
§1926.1416 (Operational aids), and
§1926.1427 (Operator qualification and
certification).

(b) Section 1926.1426 (Free fall and
controlled load lowering) applies, ex-
cept §1926.1426(a)(2)(i). Sideboom cranes
in which the boom is designed to free
fall (live boom) are permitted only if
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